
Torque Screwdriver Set  
• Compact, easy to use set includes the Torque Screwdriver, a 6-piece bit set 

and a rugged case with foam inserts for a tight, organized fit

• Increased usability and readability plus a wider torque range (5-40 in. lbs)

• Tri-lobular design with a textured finish for better grip

• Lightweight, aluminum frame

• N.I.S.T. traceable calibration certificate

• Set includes six 3-1/2" (89 mm) power drivers

57032

Cat. No. Included Weight
57032 Phillips: #1 and #2 

Slotted: 3/16" (4.76 mm) and 1/4" (6.35 mm) 
Square: #1 and #2

1.0 lbs. (0.45 kg)

Reversible Impact-Driver Set  
• Rugged, hand-impact driver turns rusted, frozen, or other stubborn screws

• Can also be used with 3/8" square-drive impact sockets

• Internal, spring-loaded, helical design transforms the impact of a hammer blow to 
up to 200 ft.-lbs. of shock torque

• Easily reverses for tightening or loosening screws

• Constructed of high-grade alloy steel that has been heat-treated for added strength

• Reclosable, seal-tight vinyl pouch with hang-up grommet

70220

Impact and Torque Drivers

Replacement Part

Cat. No. Description Slotted Bits Phillips Bits Weight
70229 Screwdriver Bits for Impact Driver Set 5/16" (7.9 mm) and 1/2" (12.7 mm) #2 and #4 4.0 oz. (113 g)

Cat. No. Includes Nut Driver Sizes Phillips Bits Slotted Bits Weight
70220 3/8" (9.5 mm) Square Drive fitting Adapter 5/16" #2 and #4 5/16" (7.9 mm) and 1/2" (12.7 mm) 2.2 lbs. (1.00 kg)

Screwdrivers, Nut Drivers and Accessories


